Levia

Calibratrici-Levigatrici Automatiche
Automatic Calibrating-Sanding machines
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Levia 330

Elevate prestazioni e flessibilita: il top della gamma Artech
High performance and flexibility: the top of Artech range

Le levigatrici Artech sono macchine appositamente
studiate per offrire alle aziende artigiane I'accesso
alle tecnologie di calibratura e levigatura automatica
con risultati di elevata qualita. Le soluzioni tecniche
adottate, la robustezza della struttura, il design
funzionale e la cura dedicata ad ogni particolare
pongono a pieno titolo questa macchina al vertice
della propria categoria. Grazie ad un investimento
contenuto la soluzione a 3 nastri & oggi accessibile
anche al piccolo artigiano. Levia 330 infaiti &
equipaggiata con 3 gruppi operatori che permettono
di ottenere standard qualitativi elevati in un unico
passaggio.
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The Artech series wide belt sanders have been
especially designed and engineered to offer small or
medium size joineries an easy access to calibrating
and sanding technologies with high quality results.
Maximum reliability even under very intense working
conditions place the Regal project at the highest level
in the Levia range. Thanks to its low cost, the 3 belt
solution is now also accessible to the small
craftsman. The Levia 330 is, in fact, equipped with
three operating units that allow the user to reach
high quality standards with just one pass.
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Dotazioni disponibili

- Rulli cal/levigatori rivestiti in gomma di diverse durezze
- Rulliere aggiuntive di supporto per pezzi lunghi
- Inclusione/esclusione pneumatica dei gruppi operatori

- Posizionatore automatico del piano
- Soffiatori oscillanti temporizzati
- Avanzamento tappeto con inverter

- Motori con potenza maggiorata, a 1, 2 velocita o con inverter

- Rullo pulitore o satinatore

- Pressori a scarpe

- Piano a depressione

- Controlli elettronici EasyPro

Larghezza utile di lavoro

Dimensione nastri abrasivi

Spessorl min e max lavorabili

Potenza max motori

Dotazioni standard

- Composizione RRK con: 1° gruppo con rullo di diametro
150 mm, 2° gruppo con rullo di diametro 150 mm,
3° gruppo combinato con rulflo di diametro 150 mm e
tampone intero rigido;

- Composizione RRR con: 1° gruppo con rullo di diametro
150 mm, 2° gruppo con rullo di diametro 150 mm (opzionale
190 mm), 3° gruppo con rullo di diametro 190 mm;

- Sistema elettronico per |'oscillazione dei nastri;

- Visualizzatore elettronico dello spessore di lavoro;

- Centraggio automatico del tappeto;

- Awiamento stella/triangolo automatico;

- Avanzamento tappeto a 2 velocita;

- Rullini di supporto in entrata e in uscita al tappeto trasportatore;

- EasyQuick per la selezione delle grane abrasive.

Standard equipment

- Composition RRK with: 1st operating unit with 150 mm
diameter roller, 2nd operating unit with 150 mm diameter roller,
37 combined operating unit with 150 mm diameter roller and
full stiff sanding pad;

- Composition RRR with: 1st operating unit with 150 mm
diameter roller, 2" operating unit with 150 mm diameter rolfer
(optional 190 mm diameter), 3 operating unit with 190 mm
diameter roller;

- Elctronic sanding belt tracking system;

- Electronic working thickness display;

- Automatic tracking system for feed belt;

- Automatic star-delta starter;

- Two speed feed belt;

- Rollers for infeed and outfeed support on the feedbelt;

- EasyQuiick device for the selection of the sanding papers.

Optional equipment

- Rubber coated calibrating/sanding roflers of different hardness
- Supplementary roller supports for long pieces

- Pneurnatic on/off on operating units

- Automatic positioning of work table

- Temporized osciflating blowers

- Feed belt with inverter

- Higher power on main motors, with 1 or 2 speeds or with inverter
- Cleaning roller or scotch brite roller

- Pressure shoes

- Vacuum table

- Electronic controls EasyPro

Working width sl mm 1100 ~ inech 433
Dimensions of sanding belts mm 1120 x 2150 inch 44.1x84.6
Min and max workable thickness ~ mm 3 -200 inch _ 8.9 -78
Max motor power kW 18,5 HP 25
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www.biesse.com

Biesse in the World

BIESSE BRIANZA

Seregno (Milano)

Tel, +39 0362 27531 Fax +39 0362 27215599
biessebrianza@bissse. il - Www.biesse com

BIESSE TRIVENETO

Codogné (Trevisa)

lel, +39 0438 793711 _Fax +39 0438 795722
ufficio.commerciale@biessetriveneto: |t - www.biesse.com

BIESSE DEUTSCHLAND GMEBH

Elchingen

Tel, +49 (0)7 308 96060_Fax +49 (0)7 308 960666
hiesse.sued@hiesse. de

Loghne

Tel. +49 (0)6731 744870 Fax +49 ()573) 744 8711
biesse nord@biesse.de

BIESSE GROUPE FRANCE 5.A4.R.L.

Chaponnay, Lyon

Tel, +33(M478 96/329 Fax +33 (0)478 967330
commercial@biessefrance.fr - www.biessefrance:fr

BIESSE (BERICA WOODWORKING MACHINERY SL
Haspitalet, Barcelona

Tel. +34 (0193 2631000_Fax +34 (0)93 2633802
biesse@biesse es - www.bigsse es

Serraniflos del Valle, Madrid

Tel, +34.(0)91 8103540

BIESSE GROUP UK LTD.

Daventry, Northants

Tel. +44 1327 300366 Fax 44 1327705150
info@bipsse.coiik - www biesse.couk

BIESSE SCANDINAVIA

Represertative Office of Bigsse S.p.4,

Jonkaping, Sweden

Tel, +46 ()36 150380 _Fax +46 (0)36 150380
hiesse,seandinayia@telia,com

Service:

Tel, +46 (0) 471 26170 Fax 146 (0) 471 25107
biesse scandinavia@ionstenberg se

BIESSE AMERICA INC.

Charlotle, North Carolina

Tel, +1 704 357 3131 Far +1 704 357 3130
sales@biosseamerica. coim

v, biesseamerica.com

BIESSE CANADA INC.

Terrebonne, Quebec

Tel. +1 450 477 0484_Fax +1 150 477 0284
sales@biessecanadalzom

Mississauga, Ontario

Tel. +1 90h 795 0220 Fax +1 205 664 4939
blesselo@sympalico.ca

Surrey, British-Calimbia

Tel.1 1604 588 1754 Fax +1 604 588 1745
blesse@telus. net

BIESSE ASIA PTE. LTD,

Singapare

Tel, +65 6368 2632 Fax +65 6368 1969
mail@bipsse-asid.com.sg

BIESSE INDONESIA

Representalive office of Biesse Asia Ple, Lid
Jakarta

Tel. +B2 21 52903911 _Fax+62 21 52903913
biesse@indo.et,id

BIESSE MALAYSIA

Representative office of Riesse Asia Fre, lfd
Selangor

Tel/Fax +60 3 7955 4960
biesseki@tminet.my

BIESSE INDIA

Branch office of Biesse Asia Ple, Lid

Bangalore

Tel. +91 80 2352345/46_Fax +91 B0 2352348
blesseindia@ivsnl.net

Biesse S.p.A.

Via della Meceanica, 16 61100 Pesaro - Italy
Tel. +39.0721.439100 Fax +39.0721.453248
biesse.sales@biesse.com

BIESSE RUSSIA

Reprasentative Office of Biesse 5/pA.
Moscow:

Te|, +7 0959666661 _Fay 7 095 9565662
sales@biessa.rl - www.biesse;ru

BIESSE UKRAINE

Representative Office of Biesse S.p0.A.

Kiey

Tel. +380 (0)44 2386904 Fax +380 (0}44 H6BE829

BIESSE GROUP AUSTRALIA PTY LTD

Syclney, New South Wales

Tel, +61(0)2 9609 5355 Fax +61 (0)2 3609 429]
nsw@higsseaustralia.com.au - www.biessealstralia.com.ay
Melbolirne, Victdria

Tel. 461 (0)3 9314 8411 Fax+bl (0)3:9314 B511
vic@biesseaustralia.cont.au

Brisbane, (ueensiand

Tel. +61/(0)7 3380 5922 Fax + 61 (0)7 3390 8645
qld@biesseaustralia.com.au

Adefaide, South Austialia

Tell +61 ()& 8297 3622 Fax +61 (0j8 8297 3122
sa@biesseaustralia.com,au

Pertfi;, Western Australia

Tel. +61 (D)8 9248 5677 Fax 161 (0)8 9248 5199
walbiesseaustralia.com.al

BIESSE GROUP NEW ZEALAND PTY LTD
Atrckiland )
Tel. +64 (019820 0534 Fax +64 (0)9 820 0968
sales@biessenewzealand.co.nz

Dati tecnicr ed illustrazioni non sono
impegnalivi. Blesse Spa sl riseva il
dinitto di apportare eventuali
modifiche senza preavyiso.

Biesse Spa reserves (he right o
catry wut modifications to lts
products and documentalion
without prior notice, \The proposed
images are onfy indicative
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