Traditional Machines / Traditionelle Maschinen / TPAIUIIMOHHLIE CTAHKH

SC 32

PANEL SAWS WITH TILTING BLADE

FORMAT-KREISSAGEN MIT SCHRAGVERSTELLBAREM SAGEBLATT
®OPMATHO-PACKPOEYHBLIN CTAHOK C HAKJIOHHOM ITNJION

Option
Electronic display extensible fence

LED-Anzeige Ablangsanschlag
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Option
Electronic display extensible fence

LED-Anzeige Ablangsanschlag
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Technische Daten - TexHuYeCKHe XapaKTEPUCTHKH

Sliding table sizes

SC 1400

Sageschlitten-Abmessungen mm ggggggg gggﬁggg
Pasmep kapeTku MM
Cross-cut capacity with scoring unit 2650 1600
Besaumabmessungen mit Vorritzaggregat mm 3250 2100
JlnmHa pesa ¢ NofIpe3HbIM Y37I0M MM 2650
Cut width between blade and rip fence
Schnittbreite zwischen Sageblatt und Parallelanschlag mm 1050 1050
Ianm{a pe3a MeXnay TIJION 1 TapanneJjibHbIM YIIOpOM MM
Saw blade @ (on request) * *
Sageblatt @ (auf Anfrage) mm (B:E\SIC gég (350 (B:/FKSIC gég (350)
@ bl (M0 TpeGOBAHMUIO) MM
Cut height
Schnitththe mm 93 (118) * 93 (118) *
Beicora pesa MM
Cut height with saw blade at 45°
Schnitthdhe Ségeblatt zu 45° mm 55 (80) * 55 (80) *
Beicora pesa npu 45° MM
Tilting saw blade
Schwenkbares Ségeblatt 0-45° 0-45°
YTou1 HaKJIOHA MBI
Saw blade spindle @
@ der Sagewelle mm 30 30
Tocaounblit @ nubi MM
Scoring unit @

; CE 120 (100)* | CE 120 (100)*
@ Vorritzaggregat mm
IMocajounblil @ MOAPE3HOI MBI MM BASIC 100 BASIC 100
Spindle rotation speed pm
Drehzalen der Sagewelle u/r 4000 4000
CKOpOCTb BpalllgHus! Bajla 06/MuH
Motor power KW (HP)
Motorstarke KW (PS) 4(5,5) 4(5,5)
MOoIIHOCTh JiBUTaTEeNs! (31c)

* (Option)

Option
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SC 1400/315 CE

Standard

Option
+30°-45° tilting aluminium fence
Alu-Gehrungsanschlag +30°-45°

AmomunneBslii ynop +30°-45°

Option

Electronic display of the rip fence
positioning

LED-Anzeige der Position des
Parallelanschlags

BASIC safety guard
BASIC Schutzvorrichtung
Baupra munsr Basic
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