INTORE
~— I

f CNX/TSU

- YOUR SUCCESS IS B

OUR TARGET




EXPERIENCE AND INNOVATION

Fully automatic CNC lathe equipped with hooper fed and
\ = two CNC copiers and control of four axes ( two copiers -
roughing and finishing-, saddle and headastock drive

rotation). The one piece heavy duty cast iron frame

guarentees astable solid base, which assures high precision
: - and quality turnings.

On request the machine can be supplied with a flutting “.
and twisting attachment, pneumatic steady for turnings |
and millings.

EAPERIENCIA E INNOVACION

Torno de contiol nfimerico tofaimente auiomaiico equipado
con dos copiadoras de CNC y control sobire 4 ejes ( dos
copiadores - deshaste y acabado-, carro transversal y
cabezal de arrastre. Dispone de una estrisctura monchlioc
con doble bancada de fundicién para garantizar la maxima
fiabilidad, estabilidad y una inmejorable catidad de acabado
en la pieza mecanizada.

Bajo pedido se puede suministrar un grupo porta-fresas
para rallar o hacer salomonico, luneta neumatica para
torneados y fresados.

YOUR SUCCESS IS




Y'Y

1! -

1-CNX-1600 model equipped with Cove 01 - conveyor belt used to unload the pieces from
tailstock side- .optionally con work together with TSU working unit.

2- Detail of the square steady and the three rollers pneumatic steady for turning working
in automatic cycle.

3- Milling unit positioned for twisting with milling cutter.

4- Detall of the pneumatic steady for milling working in automatic cycle.

1- Detalle torno de CNC modelo CNX-1600 equipado con ei Conve 01- banda transportadora
para la descarga de las piezas por el lateral del torno -lado contrapunto-. Opcionalmente
puede trabajar con centro de trabajo TSU-05

2- Detalle de la luneta cuadrada y la luneta pneumatica para torneados trabajando en
ciclo automatico

3- Unidad de fresar con el cabezal en posicion inclinado para hacer fresados en espiral
con fresa circular

4- Detalle de la luneta pneumatica para fresados trabajando en ciclo automatico

Caracteriticas técnicas Technical specifications €nx-1300/1600
Longitud max. a tornear (mm) 1300/1200 Maximum turning length (mm) 1300/1900
Diametro max.a tornear (mm) D280= (200x200) Maximum turning diam (mm) D28B0=(200x200) ‘
Velocidad de rotacion cabezal variable (rpm) 0-5000 Variable spindle speed (rpm) 0-5000
Velocidad avance carro copiador (mts/min) 0-16 Saddle advance speed (mts/min) 0-16
Velocidad retroceso carro copiador (mts/min) 0-40 Saddle reverse speed (mts/min) 0-40
Presion de aire (bar) 6 Compressed air pressure (bar) 6 ‘
Potencia total instalada (Kw) 14 Total installed power rating(Kw) 14
Peso neto (Kg) 3450/3650 Net Weight (Kg) 3450/3650
Peso bruto (Kg) 3600/3800 Gross welght (kg) 3600/3800

OUR TARGET




LNX-1500

UNBEATABLE SANDING QUALITY
LNX-1500 is fully automatic CNC sanding machine with
seven spindles. It is fitted with two CNC copiers which slides
over a cross-sectional saddle with tempered and rectified
linear guides by means of a recirculating ball bearing and
driven by spindle and servo-motor.

As an option, the machine can be fitted with a special
adjustable steady to avoid vibrations on working thin and
long pieces.

UNICA EN CALIDAD DE LUADC

LNX-1500 es una lijadora CNC de 7 husillos, completamente
automatica. Dispone de dos copiadores de CNC que se
deslizan sobre carro transversal de guias templadas y
rectificadas mediante husillo de recirculacion de bolas
controlado por un servomotor.

Opcionalmente se puede suministrar una luneta de sujecion
con rodillos ajustable para evitar vibraciones en las piezas
largas y deigadas.

HIGH TECHNOLOGY




1- Detail of the machine sanding big diameter pieces using alternate points.

2- Detail of the two CNC coplers sanding the flat surfaces.

3 As an option, the machine can be fitted with a special adjustable steady to avoid

vibrations on working thin and long pieces.

1- Detalle de la maquina lijando piezas de gran diametro intercalando puntos
2- Detalle de los dos copiadores de CNC lijando las superficies planas.
3-Luneta de sujecion con rodillos ajustables opcional para evitar vibraciones en piezas

largas y delgadas.

Technical specifications

Caracteriticas técnicas

Longitud max. a tornear (mm) 1500
Diametro max.a tornear (mm) 300= (200x200)
Velocidad de rotacion cabezal variable (rpm) 3500
Velocidad avance carro copiador (mits/min) 0-15
Velocidad retroceso carro copiador (mts/min) 0-15
Presion de aire (bar) 6
Potencia total instalada (Kw) 10.6
Peso neto (Kg) 3200
Peso bruto (Kg) 3350
Dimensiones (m) 4.1x2x2.4 (h)

Maximum turning length (mm) 1500
Maximum turning diam (mm) 300=(200x200)
Variable spindle speed (rpm) 3500
Saddle advance speed (mts/min) 0-15
Saddle reverse speed (mts/min) 0-15
Compressed alr pressure (bar) 6
Total installed power rating(Kw) 10.6
Net Weight (Kg) 3200
Gross weight (kg) 3350
Machine Dimensions 4.4x2x2.1 (h)
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ASSURED EFFICIENCY

Fully automatic turning & sanding center providing a high
CNC technology. The unit is composed for the CNC lathe
model CNX-1300/1600 and the CNC sander model LNX-
1500.

The transport between both machines is done by means
of the Conve 01 and the autoconve.

EFICIENCIA ASEGURADA

Centro de {orneado y lijado tetalimente autematico dofado
e una avanzada tecnalogia de CNC. La unidad se compone I

por ei torno de control numérico CNX-1300/1600 vy la
lijjadora de CNC LNX-1.500.

La interaccidn y transporte de piezas entre estas dos
maquinas se realiza a través del conve 01y del autoconve




1- Autoconve, automatic transport unit of the turned pieces with the conveyor belt from the lathe to the sander.

2-Conve 01, conveyor belt (only lathes CNX-1300,/1600) fitted into the bed frame of the machine to unload pieces from the tailstock side of
the machine.

3-Conve 03, conveyor belt to pick up the pieces after sanding.

1- Autoconve, sistema de alimentacion y elevacion de piezas automatico del torno a la lijadora.

2- Conve 01, banda transportadora (para tornos CNX-1300/1600), instalada en el interior de la bancada, para la descarga de las piezas por
el lateral del torno (lado contrapunto)

3- Conve 03, banda transportadora para recoger las piezas desplies de lijar.

Lnx-1500
Longitud max. a tornear (mm) 1300/1800 Maximum turning length (mm) 1500
Diametro max.a tornear (mm) D280= (200x200) Maximum turning diam (mm) 300=(200x200)
Velocidad de rotacion cabezal variable (rpm) 0-5000 Variable spindle speed (rpm) 3500
Velocidad avance carro copiador (mts/min) 0-16 Saddle advance speed (mts/min) 0-15
Velocidad retroceso catro copiador (mts/min) 0-40 Saddle reverse speed (mts/min) 0-15
Presion de aire (bar) 6 écmpressed air pressure (bar) 6
Potencia total instalada (Kw) 14 Total installed power rating(Kw) 10.6
Peso neto (Kg). 3450/3650 Net Weight (Kg) 3200
Peso bruto (Kg) 3600/3800 Gross weight (kg) 3350
Dimensiones (m) 3.4x2.2x2.2 (h) Machine Dimensions 4.4x2x2.1 (h)

4.1x2.2x2.2 (h)
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