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The BURSGR 9 Planer and ess

(UO/S) is the result intdlisive research and inyent

in the field of

spccg machine planing.

as been spared to prowg® a machine that

y produce worl ofNhi hQUality and accuracy,
Il operating controls being
h tor. Push button Start and

ine is of modern design, strong construction

a QIO 1 in running costs.

It will be noticed that all operational adjustments
@ carried out by handwheels and levers, which obviate

ntirely the need for spanners.

~

The photograph 3
on the facing page —~_»
shows a UO|S machine
in use ar Messrs.
Abrahams & Carlisle & Co.,
Bradjford.
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GIVES YOU QUALITY OF FINISH,
ACCURACY, AND EASE OF OPERA TI(@
ON A WIDE RANGE OF WORK
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BURSGREEN CONSTRUCTION

MAIN FRAME
Of streamlined construction, completely enclosing all working mechanisms. Has large base area for
strength and rigidity under all operational conditions. (See front page illustration and Fig. 4).

SURFACING TABLES

Are precision ground for maximum planing accuracy, and are fitted with steel lips
gap space over the cutterblock. (See Fig. 8). Tables are mounted in strong links
rise and fall motion. Control is by handwheels at side of each table. Perfect si
precision fitted machined faces, while all table movements are provided wilifig
(See Fig. 4).

The system of table mounting employed on this machine obates j mng, minimises Qfar,
retains initial accuracy indefinitely.

duated

sure a minimum
d easy table

loca is obtained by
and operated locks.

Both tables will lower to a maximum of 1°, the settingffor th®f cut being indj
scales. Rebates can be cut up to a depth of 1. (See ﬁ 1

Q& .o

Fig. 4. Front of machine showing
modern streamlined appearance.



POWER FEED MECHANISM
(See Fig. 7).

There are two power driven
feed rollers : the infeed roller in
front of the cutterblock being grooved
to give a good grip on the timber,
and the outfeed roller which is
plain to prevent marking of finished
planed stock.

Drive to the feed rollers is
by endless roller chain from a
gearbox, this being driven from the
same motor as the cutterblock.

A jockey sprocket is incorporated to enable the correct chai jugbment to be majggain e
whole of the feed mechanism is completely guarded by easily ovable Covers.

ted adjacent lock, for

holding narrow and thin timber sections firmly to the ga being planed. (S

Front and rear spring loaded radial type prc@ﬂ e
Nv

THICKNESSING TABLE

A rigid, deep sectioned casting, mo owered by means of
handwheel operated chain reduction gear. iction ball thrust washers
to take the weight of the table and to gg : ; otion.

¢
I

exact thickness at which the machine is planing.

d the front face, provides a perfect guide for feeding stock

handwheel, M

any angle up to 3§ the vertical
for chamfering an¥yangular work.
(See Figs. 2 and 3).

Dual pressure springs are
fitted for holding down material on

the table whilst planing over the
cutters.

Rigid hand operated locks are
provided for all movements.

Fig. 6. View of machine fence




 BURSGREEN

.....

Fig. 7. Rear view of machine with
cover removed to show feed roller
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GEARBOX (See front page illustration and Fig, 7).

The constant mesh gearbox is mounted on the rear of the machine frame and provides two rates of
feed for the power feed rollers of 20 and 40 feet per minute. Alternatively a three speed gear box can be
fitted providing speeds of 20, 30 and 45 feet per minute.

All gears are machine cut from high quality steel, and revolve continuously in oil.
Control is by the handlever mounted on the front of the gearbox, which can be operated to select

the feeding speed required while the machine is running.

SAFETY GUARD

A guard is provided which is suitable for practically every kind of opg :ed over the cutters,

AT L]
and does not interfere in any way with the operational functions of the mad @

It is vertically and horizontally adjustable ;: hand locks beinf@ provllled in each case. ¢ wible
guard unit may be removed from the machine in a matter of seconds required.

4
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CUTTER SETTING ATTACHMENT Q 0
(See Fig. 8). -
2
\ Cutter setting attachment
b ‘

This attachment, which is supplie8
without extra cost, ensures that both cutters ‘

0 -
ct

set exactly parallel to the rear table and of gqt
projection, the whole setting operation

more than a few minutes. The
simultaneously sets the cutt (&
relationship with the table edge th&cBW8nsuring
perfect rebates.

L 2

2

THE CUTTE

in dust proof housings :
with two cutters a to@ve a shearing cut.

L 4
The cut le diameter is 41" and
the cutterblock rurfyat 5,000 r.p.m.

Drive for the cutterblock is by endless
belting from a 5 h.p. totally enclosed fan
cooled motor provided with belt tensioning
‘device and mounted to the rear of the machine.
(See Fig. 7).
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SPECIFICATION
Planing and thicknessing capacity . ; 18" wide x 9" deep 457 mm. x 229 mm.
Rates of power feed : 2 speed gear box ... 20 and 40 ft. per min. 6 and 12 met. per min.
3 speed gear box .. .. 20, 30 and 45 ft. per min. 6, 9 and 14 m. per min. |
Maximum depth of rebate .. . 1 2.7 mm. =
Rise and fall of surfacing tables . : 1" mm.
Length of surfacing table ... . Sti6r 676 mm.
Cutting circle diameter of cutterblock 44" 114.3 mm.
Speed of cutterblock ..... o T
Diameter of feed rollers o ol 76.2.m
Length of thicknessing table :
Horse power of driving motor
Syn. speed of motor ... ... gz 0
5 Fence will cant up to .
Height of surfacing table from floor (top position ¢ 876 mm.
Approximate floor space 1271 mm. < 1676 mm. _ﬁl
Shipping Specifications :—
Approximate gross weight 1270 kilos
Approximate nett weight 968 kilos
Approximate measurements 3.23 cu. met.
ORD
ner and Thickndsse EITOSTR*> .,
J &\u_s INCLUDED IN THE PRICE
Motor and ControN&e One Pair H.S.S. Planing Cutters. Cutter Setting Attachment. Safety Guard. \
Fénce.  Cutterblock Key.  Grease Gun. Tin of Lubricant. N
-
£ ¥ SALES & SERVICE :
“Telegeams : Woodworker - Phone - Leicester : e BURSGREEN machines are man:,_ctured by : -
U = ratees Wadkan Lid. e e g S
R e e a e, «Gteen Lane Wotks, Leicester BURSGRE (0TI Ml Dhe Nidlme, 55
B333/2m/A/3/57 ¥ Printed in England
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