
Automatic, single-sided edge banding machines

EDGE DEFINITION
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Panel conveyor system.
Strong, safe and reliable, for optimum support of panels of all sizes
thanks to the extra-large industrial chain (1 1/4).

Monolithic base. 
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Belt presser for an optimal cleaning of
the panel. (Opt.)

Numerical control with 10  touch-screen

Personal computer control system.

Pre-milling unit Fl-502.
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Gluing unit VC-710. Pre-melting system QM-705 for EVA glue.

Automatic edge changement, managed by PC-Flat (opt). Pre-melting system gPoD for Polyurethanic glues (opt.).

The glue spreader roller does not require any adjustment when changing panel thickness.
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Pneumatic tilting with preselection of cutting angle
between 0 and 15 degrees from control board.

End trimming unit IT90-S for
working speed up to 25 m/min.

FLEX SYSTEM: automatically by NC forpostformed panels.End trimming unit IN-801.
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Top and bottom edge trimming unit RS-100. Multifunction Tilting top and bottom chamfering unit RF-400.

Multifunction 2 motors Rounder CR-202 (standard 4 positions FAST system).



Multifunction 4 motors Rounder CR-401 (standard 4 positions FAST system).

Edge scraper unit RBK-503, NC double position.

Spindle moulder units TA-501.

Brush unit SP-501

Glue scraper RCC-701
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Panel height

Max panel height (depending on profiles)

Thickness of edge-banding material in rolls

Thickness of edge-banding material in strips*

Min. panel length

Min. panel width (with length 140 mm)

Min. panel width (with length 250 mm)

Chain feed speed*

Central extraction system connections

Central extraction system connections (for gluing unit)

Central extraction system connections (for pre-milling unit)

Glue pot capacity (approx)

Heating time at 1/2 load (approx)

*according to the operating unit chosen.

BIESSE TRADING (SHANGHAI) CO., LTD

Building 10, No. 205 Dong Ye Road, Dong Jing Industrial Zone,

Song Jiang, Shanghai, 201619, China

205 10 (201619)

Tel:   +86  21  5767  0387                   

Fax: +86 21 5767 0391

mail@biesse-china.com.cn

Technical information

L

Roxyl 4.5

Roxyl 5.5

Roxyl 6.0

mm 6000

mm 7000

mm 7500

mm 5700

mm 6700

mm 7200

inch 236.2

inch 275.5

inch 295.2

inch 224.4

inch 263.7

inch 283.4

L1

Electrical connection. Pneumatic connection.

mm

mm

mm

mm

mm

mm

mm

m/min.

n

n

n

kg

min.

10 / 65

35 -65

0.4 / 3

0.4 / 22*

140

85

50

10-14-18-20 / 25*

1 O200 mm

1 O80 mm

1 O120 mm

3

10

0.39 / 2.53

1.4  -  2.53

0.02 / 0.11

0.02 / 87*

5.51

3.34

1.96

33-46-59-65 / 81*

1 O200 mm

1 O80 mm

1 O120 mm

3

10

inch

inch

inch

inch

inch

inch

inch

fpm

no.

no.

no.

Kg

min.

.

.

.
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