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Horizontal Shredders 400-1300 Series

Technical Data
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Feed opening (Inch): 3.9 x 15.8 3.9 x 23.6 15.7 x 6 23.6 x 6 31.5 x 6 39.4 x 6 51.2 x 6 15.7 x 7.9 23.6 x 8 31.5 x 8

(mm): 100 x 400 100 x 600 400 x 160 600 x 160 800 x 160 1000 x 160 1300 x 160 400 x 200 600 x 200 800 x 200

Rotor diameter (In./mm): 10” (256) 10” (256) 14” (354) 14” (354) 14” (354) 14” (354) 14” (354) 14” (354) 14” (354) 14” (354)

Throughput: The throughput rate depends on the materials being processed and screen size.

Rotor speed (rpm): 590 590 620 620 620 620 620 620 620 620

Power (hp): 30-35 35-50 35-50 50-60 50-75 75-90 75-120 50-75 60-90 75-120

Rotor knives:  18 32 22 32 44 56 70 22 32 44

Connection-Ø (In./mm): 7.87/200 7.87/200 9.85/250 9.85/250 9.85/250 9.85/250 9.85/250 9.85/250 9.85/250 9.85/250

Extraction (cfm, m/sec) 1900/28 1900/28 3000/28 3000/28 3000/28 3000/28 3000/28 3000/28 3000/28 3000/28

Weight approx. (lbs/kg): 2900/1300 2500/5512 1900/4189 2400/5291 3000/6614 4200/9260 2000/4410 3000/6614 3000/6614 4000/8819

A (Inch/mm): 1495/58.9 1495/58.9 1835/72.2 1835/72.2 1835/72.2 1835/72.2 1835/72.2 2440/96.1 2440/96.1 2440/96.1

B (Inch/mm): 400/15.8 600/23.6 400/15.8 600/23.6 800/31.5 1000/39.4 1300/51.2 400/15.8 600/23.6 800/31.5

C (Inch/mm): 770/30.3 770/30.3 950/37.4 950/37.4 950/37.4 950/37.4 950/37.4 950/37.4 950/37.4 950/37.4

D (Inch/mm): 1215/47.8 1385/54.5 1340/52.8 1545/60.8 1805/71.1 2005/78.9 2305/90.7 1100/43.3 1300/51.2 1500/59.1
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